
CNP PUMPS PAKISTAN

LLTS (extended shaft) Model & performance table

Extended-shaft vertical cooling-tower circulation pumps, DN65–DN200

Models (11)

Model kW rpm Flow (m3/h) Head (m) Weight kg

LLTS65-5/1.1 (50) 1.1 2900 30 - 50 6.6 - 3.1 35

LLTS80-5/1.5 (50) 1.5 2900 40 - 70 6.9 - 2.8 41

LLTS100-5A/2.2 (50) 2.2 1450 55 - 100 5.7 - 4.2 70

LLTS100-5/2.2 (50) 2.2 1450 80 - 120 6.1 - 3.5 70

LLTS125-5A/3 (50) 3 1450 100 - 180 5.9 - 2.3 82

LLTS125-5/4 (50) 4 1450 120 - 200 6.5 - 2.7 93

LLTS150-6A/5.5 (50) 5.5 1450 160 - 250 6.5 - 3.9 140

LLTS150-6/7.5 (50) 7.5 1450 210 - 300 7.4 - 4 152

LLTS150-7.5/7.5 (50) 7.5 1450 210 - 300 8.9 - 5.6 153

LLTS200-8.5/11 (50) 11 1480 250 - 420 9.6 - 7 340

LLTS200-10.5/15 (50) 15 1480 280 - 480 12.2 - 8.7 362

Performance is for clean water at 20 C unless stated, as published in the CNP catalogue. The ranges show the first and last points of
each performance curve. For a datasheet with the full curve and dimensions, open the model page.
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